20" ALUMINUM MANWAYS

o GASKET IN THE LID DESIGN

o STANDARD NECK LENGTH OF 6 INCHES

e 1/4”SS. BASE (Type 304 & 316 Stainless Steel)
e 1/4” ALUMINUM BASE (Type 6061 Aluminum)

e STANDARD 6 WING NUT DESIGN!

o STAINLESS STEEL HEAD (Type 304 & 316 Stainless Steel)

| PART# | DESCRIPTION

1010-9008 | | 20 S.5. MANWAY, 6” ALUM. NECK (GASKET IN LID TYPE) - 1/4” ALUMINUM BASE

1010-9009 || 20"S.5. MANWAY, 10" ALUM. NECK (GASKET IN LID TYPE) - /4" ALUMINUM BASE
1010-9010 20" S.5. MANWAY, 12” ALUM. NECK (GASKET IN LID TYPE) - 1/4” ALUMINUM BASE

1010-9007 20" 5.5, MANWAY, 15" ALUM. NECK (GASKET IN LID TYPE) - 1/4" ALUMINUM BASE
1010-9032 20" 5.5. MANWAY, 6" S.5. NECK (GASKET IN LID TYPE) - 1/4” TYPE 304 STAINLESS STEEL BASE
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1010-9033 20" 5.5. MANWAY, 12 5.5. NECK (GASKET IN LID TYPE) - /4" TYPE 304 STAINLESS STEEL BASE

CALL FOR PRICING ON TYPE 316 STAINLESS STEEL MATERIAL

20” ALUMINUM MANWAY SPEC  see ustor opmona.
-

REPLACEMENT PARTS
[ T010-000 | | 5/8” ZINC PLATED WING NUT (2LBS)
2 || 1010-0003 | | ZINC MANWAY WASHER
3 || T00-0000-8 | | 5/8” X5 ZINC PLATED EYEBOLT ( 80LBS)
4|7 1021-0000-P || 7INC PLATED CLEVIS PIN (.19LBS)
S| To2I-0000-K | | ZINCPLATED ROLL PIN (.06L8S)
6 || 1021-0000-HP | | ZINC HINGE PIN (44L8S)
7 1019-001T | GASKET FOR 20” MANWAY
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1010-9030 20” MANWAY LID ASSY. STAINLESS STEEL, (304)
1010-9040 20” ALUM. BASE ASSY. 6” NK. (6061)

1010-9041 20” ALUM. BASE ASSY. 12" NK. (6061)
1010-9046 20” §.5. BASE ASSY. 6” NK. (304)

1010-9047 20” §.5. BASE ASSY. 12” NK. (304)
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