8" - 12" HATCH (caskeT INLID)

o STEEL, STAINLESS STEEL OR ALUMINUM NECK

e WELDABLE BASE |S1/4” STEEL, STAINLESS
STEEL ORIALUMINUM

o STANDARD NECK LENGTHS OF 6 OR 12 INCHES
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1014-0120 || 8" HATCH WITH 6" NECK - 1/4" BASE - 2" WINGNUT 30LBS
'~ 1010-0050 || 12" HATCH WITH 6” STEEL NECK - 1/4” BASE 40LBS
1010-0054 || 12" HATCH WITH 12" STEEL NECK - /4” BASE 58LBS
| 1010-0056 || 12 STAINLESS HATCH W/6” STAINLESS STEEL NECK, 304 - 1/4” BASE 40LBS
1010-0057 || 12 STAINLESS HATCH W/12” STAINLESS STEEL NECK, 304 - 1/4” BASE 58LBS
| 1010-0058 || 12" STAINLESS HATCH W/6” ALUMINUM NECK, 6061 - 1/4” BASE 28LBS

12”7 HATCH (GASKET IN LID)
SPEC SHEET

PART# DESCRIPTION
REPLACEMENT PARTS

I [070-000T 5/8” TINC PLATED WING NUT (2LBS)

1 1010-0003 TINC WASHER (. 188LBS)

3 [021-0000-B | | 5/8” X 5” ZINC PLATED EYEBOLT (.80LBS)
4 1021-0000-P | | ZINC PLATED CLEVIS PIN (.19LBS)
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[021-0000-R | ZINC PLATED ROLL PIN (.06LBS)
1019-0008 | | GASKET FOR 12" HATCH
[010-5010 | | 12" LID ASSEMBLY (GASKET-LID)
1010-5012 | | 12" STAINLESS LID ASSEMBLY (GASKET-LID), 304
8 [010-5020 | T 12 BASE ASSEMBLY W/6” STEEL NECK

1010-5030 12" BASE ASSEMBLY W/12” STEEL NECK
1010-5022 [2.3/4”5.5. BASE ASSEMBLY W/6” NECK, 304
1010-5032 2:3/4” S.5. BASE ASSEMBLY W/12” NECK, 304
1010-5036 2 3/4” ALUM. BASE ASSEMBLY W/6” NECK, 606!

6" or 12" Neck
*SEE LIST OF OPTIONAL

FITTINGS ON PGS 31, 38, & 51
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