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4-Way Valves

Jurop 4-Way Valves

FEATURES
• Cast Iron Body

• Available in Weld Flange, Female NPT Threads, 
  and No Flange Configurations

• Dual Top, Bottom Grease Zerks for Easy Maintenance

• Design Pressure -1/+4 BAR

• Max PNE Pressure 8 BAR (116 PSI)

4” 4-Way Valves
Part # Description

2140-0000-NF 4” 4-Way Manual Handle - No Flange

2140-2010 4” 4-Way Valve Pneumatic Actuator - No Flange

2140-0002 4” 4-Way Manual Handle - Weld Flange

2140-2011 4” 4-Way Valve Pneumatic Acutator - Weld Flange

2140-0000 4” 4-Way Manual Handle - 4” Female NPT Threads

2140-2012 4” 4-Way Valve Pneumatic Actuator - 4” NPT Threads 

6” 4-Way Valves
Part # Description

2160-0000-NF 6” 4-Way Manual Handle - No Flange

2160-2010 6” 4-Way Valve Pneumatic Actuator - No Flange

2160-0000-F 6” 4-Way Manual Handle - Weld Flange

2160-2011 6” 4-Way Valve Pneumatic Acutator - Weld Flange

2160-0000 6” 4-Way Manual Handle - 6” Female NPT Threads

2160-2012 6” 4-Way Valve Pneumatic Actuator - 6” NPT Threads 

8” 4-Way Valves
Part # Description

2180-0000-NF 8” 4-Way Manual Handle - No Flange

2080-2010 8” 4-Way Valve Pneumatic Actuator - No Flange

2180-0000 8” 4-Way Manual Handle - Weld Flange

2180-2011 8” 4-Way Valve Pneumatic Acutator - Weld Flange

FEATURES
• Cast Iron Body

• Available in Weld Flange, Female NPT Threads, 
  and No Flange Configurations

• Dual Top, Bottom Grease Zerks for Easy Maintenance

• Design Pressure -1/+4 BAR

• Max PNE Pressure 8 BAR (116 PSI)

FEATURES
• Cast Iron Body

• Available in Weld Flange, Female NPT Threads, 
  and No Flange Configurations

• Dual Top, Bottom Grease Zerks for Easy Maintenance

• Design Pressure -1/+4 BAR

• Max PNE Pressure 8 BAR (116 PSI)


