20” Manways | Non-Code

FEATURES: @
- Gasket on Lid Design (s)

-5/8” Square Buna Gasket
- Available in Aluminum, Carbon and Stainless Steel Necks
- Stainless Steel Fasteners on Stainless Steel Manways

- Lubenut or Wingnut Closure (4, 5 and 6 Wingnut options) h KT T
(o) —
-¢_% b

Fabricated Products | Non-Code

Available with lubenuts
See Accessries
Section E - Fastners

20” Manways - Non-Code | Parts List
PART NUMBER LID NECK WINGNUTS WEIGHT
206-2006-5A 20” POLISHED STAINLESS ALUMINUM, 6” 5 491BS
206-2006-AS 20” POLISHED STAINLESS ALUMINUM, 6” 6 51LBS
206-2009-5A 20” POLISHED STAINLESS ALUMINUM, 9” 5 51LBS
206-2009-AS 20” POLISHED STAINLESS ALUMINUM, 9” 6 53LBS
206-2012-5A 20” POLISHED STAINLESS ALUMINUM, 12” 5 55LBS
206-2012-AS 20" POLISHED STAINLESS ALUMINUM, 127 6 60LBS
202-2006-4C 20” CARBON STEEL CARBON, 6” 4 62 LBS
202-2006-5C 20” CARBON STEEL CARBON, 6” 5 69 LBS
202-2006 20” CARBON STEEL CARBON, 6” 6 75LBS
202-2012-4C 20” CARBON STEEL CARBON, 12” 4 921LBS
202-2012-5C 20” CARBON STEEL CARBON, 12” 5 96 LBS
202-2012 20” CARBON STEEL CARBON, 12” 6 96 LBS
202-2031-LH 20” CARBON STEEL CARBON, 31” 4 176 LBS
202-2031-RH 20" CARBON STEEL CARBON, 31” 4 176 LBS
210-2006-5S 20” STAINLESS STAINLESS, 6” 5 69 LBS
210-2006-S 20" STAINLESS STAINLESS, 6” 6 75LBS
210-2012-5S 20” STAINLESS STAINLESS, 12” 5 95LBS
210-2012-S 20" STAINLESS STAINLESS, 127 6 99 LBS
Replacement parts on following page
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