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PART NUMBER DESCRIPTION WEIGHT

242-2006-3NPT PSO 20" X 6" CARBON NECK,  3" NPT CARBON LID, 
ASME CODE

81 lbs

242-2006-4NPT PSO 20" X 6" CARBON NECK,  4" NPT CARBON LID, 
ASME CODE

84 lbs

242-2006-6NPT PSO 20" X 6" CARBON NECK,  6" NPT CARBON LID, 
ASME CODE

88 lbs

242-2012-3NPT PSO 20" X 12" CARBON NECK,  3" NPT CARBON LID, 
ASME CODE

96 lbs

246-2006-3NPT PSO 20" X 6" ALU NECK, 3" NPT SS LID, ASME CODE 60 lbs

246-2009-3NPT PSO 20" X 9" ALU NECK, 3" NPT SS LID, ASME CODE 70 lbs

246-2009-4STU PSO 20" X 9" ALU NECK,  4" STUB SS LID, ASME CODE 71 lbs

246-2010-6NPT PSO 20" X 10" ALU NECK, 6" NPT SS LID, ASME CODE  77 lbs

250-2010-6NPT PSO 20" X 10" SS NECK, 6" NPT SS LID, ASME CODE 97 lbs

20” Primary Shutoff - ASME Code Assemblies 

20” Primary Shutoff | ASME Code

FEATURES:
•	Gasket On Lid Design
•	Wingnut Closure
•	Weldable Neck Available In Carbon, Stainless Steel And 

Aluminum
•	5/8” Square Buna Gasket
•	8” Or 10” Corrosion Resistant Ss Ball Cage
•	6” Or 8” Stainless Steel Float Ball
•	3”, 4”, Or 6” NPT Connection
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