GD WITTIG SLS, RFL and RFW Serieé

Quick Specification Reference

SLS Series
Fan Cooled
Rotary Vane
Vacuum Pumps

RFL Series
Force Fan Cooled
Rotary Vane Vacuum Pumps

RFW Series
Liquid Cooled Rotary
Vane Vacuum Pumps

Model

Cooling Method

Airflow
Free Air

Airflow @
18" hg

Maximum
Pressure

Maximum
Rotor
Speed

Oil Tank
Capacity

Qil

Consumption

Noise
Level @
18" hg

Power
Requirement
7.25/28 PSIG

CFM

CFM

PSIG

RPM

GAL (02)

OZ/HOUR

DbA

BHP

Weight
LBS

SLS 54

Fan

197

182

28.4

1500

0.69 (83)

3.0

70

14/21

178

RFL 60

Forced Fan

235

230

35.6

1500

1.32 (160)

5.2

76

17/28

297

RFL 100

Forced Fan

412

376

35.6

1500

1.32 (160)

5.2

80

30/50

375

RFW 150

Liquid

506

483

28.4

1500

2.10 (238)

6.4

69

41/68

485

RFW 200

Liquid

730

694

28.4

1500

2.10 (238)

10.2

72

61/95

617

RFW 260

Liquid

942

906

28.4

1500

2.10 (238)

14.1

74

79/125

792

RFW 120

Liquid

424

400

28.4

1500

2.10 (238)

6.4

68

37175

485
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